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[EHS409] Which of the following types of sedimentation tank has the highest tolerance 
to shock as well as minimal risk of short circulating.
Rectangular basins

[EHS409] Which of the following contents will require the least treatment.
Separate sewage carrying storm water only

[EHS409] Which is not a term commonly associated with contents of sewage
Alkaline water

[EHS409] The following non-sewage sources of waste water are not contaminated and 
do not require treatment, except:
Garage floor drain

[EHS409] For an area with dense population and heavy rains all year round, what 
would be an appropriate professional comment to a proposal to build combined 
sewerage system:
Not recommended

[EHS409] Which of the average characteristics of raw water is incorrect?
Total phosphorus = 100 -150 mg/l

[EHS409] The following are associated with settled sewerage system, except
It assists conventional sewerage to overcome backflow

[EHS409] Ultra filtration is one of four advanced waster water treatment process. Ultra 
filtration is also applied in the following areas, except.
Ion exchange

[EHS409] What 'manholes' are to conventional sewerage, 
Ã¢â‚¬Â¦Ã¢â‚¬Â¦Ã¢â‚¬Â¦Ã¢â‚¬Â¦...  are to simplified sewerage.
Inspection cleanouts

[EHS409] Which analytical method is most recommended for assessing waster water 
effluent
Total Suspended Solids
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